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My Corporation SPECspeed2017_fp_base 2.35
SPECspeed@pr_p k=_Not Run

A\
CPU2017 License: nnn (Your SPEC license number) Te Dw ~ Dec-2018
Test Sponsor: My Corporation m Hardware lapility:

Tested by: My Corporation Software Hability:
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654.roms_s
—— SPECspeed2017_fp_base (2.35)

Software

OS: Linux Mint 19 Tara
4.15.0-20-generic

CPU Name:
Max MHz.:

Nominal: Compiler: C/C++/Fortran: Version 6.2.0 of GCC, the
Enabled: GNU Compiler Collection
Orderable: Parallel: Yes
Cache L1: Firmware:
L2: File System: ext4
L3: System State: Run level 5 (add definition here)
Other Base Pointers: 64-bit
Memory g/DDR3, format is: Peak Pointers: Not Applicable

PCn-nnnnnR-n, ECC)' Other:
ore disk info here

Errors

id not have enough runs!
621.wrf_s (basé) did not have enough runs!
603.bwaves_s (base) did not have enough runs!
607.cactuBSSN_s (base) did not have enough runs!
627.cam4_s (base) did not have enough runs!
654.roms_s (base) did not have enough runs!
638.imagick_s (base) did not have enough runs!
644.nab_s (base) did not have enough runs!
628.pop2_s (base) did not have enough runs!

(Continued on next page)
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SPECspeed Not Run

CPU2017 License: nnn (Your SPEC license number) Te Da Dec-2018
Test Sponsor: My Corporation Hard ility:
Tested by: My Corporation Software |I|ty

Errors (Cont W

649.fotonik3d_s (base) had invalid runs!
621.wrf_s (base) had invalid runs!

603.bwaves_s (base) had invalid runs!
607.cactuBSSN_s (base) had invalid runs!
627.cam4_s (base) had invalid runs!

654.roms_s (base) had invalid runs!
638.imagick_s (base) had invalid runs!
628.pop2_s (base) had invalid runs!

Run of 603.bwaves_s (base) was not valid; status i
Run of 607.cactuBSSN_s (base) was
Run of 621.wrf_s (base) was not valid
Run of 627.cam4_s (base) was not valid; s

(T~ \\ Results Table

Base Peak

Benchmar “FRareads ‘Sesqn\ Bétlo Seconds | Ratio | Seconds | Ratio | Threads | Seconds | Ratio | Seconds | Ratio | Seconds | Ratio

603.bwavessN_ \1| 0.00 ~0.00
607.cactuBSIN_s | "\ IR _ 0.00  0.00

| 619.1bmNg  \ IN.30%9 170

eaLwrf s N\ N 1| o000 0.00

N627.Cam4._s N_ 1| 000 000

628.00p2N§ S1| 000 | 0.00

638.iMagick s, Y 1| 0182 000
644.nab_S\_ N 1| 5387 3.24
649.fotonik3d™ 1| 000 000
654.roms_s 1 0.00 | 0.00

SPECspeed2017_fp_base= 2.35

SPECspeed2017_fp_peak =  Not Run

Results appear in the order in which they were run. Bold underlined text indicates a median measurement.

General Notes

Environment variables set by runcpu before the start of the run:
LD _LIBRARY_PATH = "/usr/l1ib64/:/usr/lib/:/1ib64"

(Continued on next page)
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SRt

My Corporauon SPECspeed2017_fp_base 2.35
SPECspeed fp_pesk Not Run
CPU2017 License: nnn (Your SPEC license number) Te Da Dec-2018
Test Sponsor: My Corporation Hard Ia ility:
Tested by: My Corporation Software ility:

General Notes (C ' ue
OMP_STACKSIZE = '120M"

Rev: r5797 of 2017-06-14 96045e4568ad5/c 35fd-1.bs 091cOf
running on zet-build2 Fri Dei<:§
SUT (System Under Test) info as se
For more information on tp s sec
https://www.spec.org/.

From /proc/cpuinfo
model name : Intel Core Pro

22 "physical i1d"s (chips

22 "processors”
cores, siblings (Ca

cpu cores :
siblings
physical O:
physical 1:
] 2:

0

0

0

0

0

0

: 0

physical 17: cores O
physical 18: cores 0O
physical 19: cores O
physical 20: cores O
physical 21: cores 0

From Iscpu:
Architecture: x86_64
(Continued on next page)
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Copyright 2017-2018 Standard Performance Evaluation Corporation

My Corporation

SPECspeed2017 se 2.35
SPECspeed

fp_peak Not Run

CPU2017 License: nnn (Your SPEC license number) Te Da Dec-2018
Test Sponsor: My Corporation Hard Ia ility:
Tested by: My Corporation Software ility:
Platform Notes ( M

CPU op-mode(s): 32-bit, 64-bit

Byte Order: Little Endian

CPU(s): 22

On-line CPU(s) list: 0-21

Thread(s) per core: 1

Core(s) per socket: 1

Socket(s): 22

NUMA node(s): 1

Vendor ID: Gen Intel

CPU family: 6

Model :

Model name: agwell, no TSX)

Stepping:

CPU MHz:

BogoMIPS:

Virtualization:

Hypervisor vendor:
Virtualization type:
L1d cache:
L1i cache:
L2 cache:
L3 cache:
NUMA nodeO CPU(s)\:

<hardware WARNING: a numactl "node® might or might not correspond to a

103126208 kB

HugePages Total: 0
Hugepagesize: 2048 kB
/usr/bin/lIsb_release -d

Linux Mint 19 Tara
From /Zetc/*release* /etc/*version*

debian_version: buster/sid
os-release:

(Continued on next page)
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SPEC CPU2017 Floating Point Speed @\ulii%

My Corporauon SPECspeed2017_fp_base 2.35
SPECspeed fp_pesk Not Run

CPU2017 License: nnn (Your SPEC license number) Te Da Dec-2018
Test Sponsor: My Corporation Hard Ia ility:
Tested by: My Corporation Software ility:

Platform Notes ( M
NAME=""Linux Mint"

VERSION="19 (Tara)"

ID=1inuxmint

ID_LIKE=ubuntu
PRETTY_NAME="Linux Mint 19"
VERSION_ID="19"
HOME_URL=""https://www. linuxmint.
SUPPORT_URL=""https://forums.ubungtu

uname -a:
Linux zet-build2 4.15.0-20-gene #21-% ue Apr 24 06:16:15 UTC 2018 x86_64
x86_64 x86_64 GNU/Lin

run-level 5 Dec 13 05:45

SPEC 1is set to: /home/zet/code
Filesystem Type S il Use% Mounted on
/dev/sdal exts 6 19% /

Additional informatio e, Follows. WARNING: Use caution when you interpret

this section. The M reads system data which is "intended to allow

hardware to be ac O ", but the intent may not be met, as there are
frequent changes to\ h rmware, and the "'DMTF SMBIOS" standard.

(End of dasg:ffgm\izf'n 0 program)

= Compiker versi
Compiler Version Notes

languages=c,c++,go,d, fortran,objc,obj-c++ --prefix=/usr
--program-suffix=-4.8 --enable-shared --enable-linker-build-id
--libexecdir=/usr/lib --without-included-gettext --enable-threads=posix
--with-gxx-include-dir=/usr/include/c++/4.8 --libdir=/usr/lib --enable-nls
--with-sysroot=/ --enable-clocale=gnu --enable-1ibstdcxx-debug
--enable-libstdcxx-time=yes --enable-gnu-unique-object --disable-libmudflap
--enable-plugin --with-system-zlib --enable-objc-gc --enable-multiarch
--disable-werror --with-arch-32=i686 --with-abi=m64
——with-multilib-1ist=m32,m64,mx32 --with-tune=generic

(Continued on next page)
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P_peak

SPECspeed@Q Not Run

CPU2017 License: nnn (Your SPEC license number) Te Da Dec-2018

Test Sponsor: My Corporation Hard Ia |I|ty
Tested by: My Corporation Software ility:

Compiler Version Not

--enable-checking=release --build=x86_64-1inux-gn
--target=x86_64-1inux-gnu
Thread model: posix

gcc version 4.8.5 (Ubuntu 4.8.5-4ubuntu

—x86 64-11nux-gnu

Base U 1\ Hags
619.Ibm_s: "-fplugin-arg-rap_plug opt
-fplugin-arg-rap_plugin-hl_cTiARRA

638.imagick_s: "-fplugin-arg-ra
-fplugin-arg-rap_plugin-hl_

644nabs fplugln arg-rap_plugin-=qp

v . .
se piler Invocation

C benchmarks:
gcc

Base Portability Flags

s Base Optimization Flags

C benchmarks:
-m64 -std=c99 -g -02 -march=native

-fplugin=/home/zet/code/hl_cfi/src/rap_plugin/rap_plugin.so -fopenmp
-DSPEC_OPENMP
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http://www.spec.org/auto/cpu2017/Docs/result-fields.html#Cbenchmarks
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CPU2017.005.fpspeed.refspeed.flags.html#user_CCbase_g-gcc
CPU2017.005.fpspeed.refspeed.flags.html#user_CCbase_Olevel-gcc_a683e8600b71cdd331f8316e46a5c13826b30fb6290b6fc423d587264d6f77d7c6bb3a87dfcfbb070594379b7fc88d6803f16a1fd6dfb7ec76bccbf1bf456b1d
CPU2017.005.fpspeed.refspeed.flags.html#user_CCbase_march_c2171bb4a5a1a6034a83235920481e6cc9a3b391f591f6c4354377443c09830b875c7a135058311d9007c3370214bd57a0f1df04369f95c526636a592dda339c
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SPEC is a registered trademark of the Standard Performance Evaluation Corporation. All other brand and product names appearing in
this result are trademarks or registered trademarks of their respective holders.

For questions about this result, please contact the tester. For other inquiries, please contact info@spec.org.

Tested with SPEC CPU2017 v1.0.1 on 2018-12-14 09:28:34+0800.
Report generated on 2018-12-14 11:50:10 by CPU2017 PDF formatter v5748.
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